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Configuration Data Sheet
 ★ = Defaults 

CONFIGURATION DATA SHEET 

Customer _____________________________________________ P.O. No. ________________________________________________  

Model No. _____________________________________________ Line Item _______________________________________________  

SST Tag No: ____________________________________________________________________________________________________

Software Tag: |__|__|__|__|__|__|__|__|

OUTPUT INFORMATION: (Software Selectable)

Pressure Units: � inH2O � psi ★ � Pa � ftH2O

� inHg � bar � kPa � g/cm2

� mbar � Torr � mmH2O � inH2O at 4 °C(1)

� Atm �  kg/cm2 � mmHg � mmH2O at 4 °C(1)

Range Points: 4mA (1, 0.8V) = |__|__|__|__|__|__|__| (0) ★ 20mA (5, 3.2V) = |__|__|__|__|__|__|__| (URL) ★(2)

Damping: � 0.00 seconds � 0.05 seconds � 0.10 seconds � 0.20 seconds

� 0.40 seconds★ � 0.80 seconds � 1.60 seconds � 3.20 seconds

� 12.8 seconds � 25.6 seconds

(1) Not available with low power output

(2) Default values may be different outside the U.S.A. Consult an Emerson Process Management Representative.

TRANSMITTER INFORMATION: (Software Selectable)

Descriptor:(1) |__|__|__|__|__|__|__|__|__|__|__|__|__|__|__|__| (16 Characters)

Message:(1) |__|__|__|__|__|__|__|__|__|__|__|__|__|__|__|__|__|__|__|__|__|__|__|__|__|__|__|__|__|__|__|__| (32 Characters)

Date:(1) � �/� �/� �

Day/Month/Year

Local Span and Zero: � Enabled★ � Disabled

(1) C9 Option required for configuration of this parameter.
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 LCD DISPLAY lcd display INFORMATION: (Software Adjustable)

Meter Display Type:(1) � Eng. Units Only � Alternate Eng. Units & % of Range★

� % of Range Only � Alternate Eng. Units & Custom Display(2)

� Custom Display Only(2) � Alternate % of Range & Custom Display(2)

Custom Display Configuration: Decimal Point Position (fixed)

(Must be filled out if Custom Display is selected as meter type) Indicate decimal point location X� X�  X�  X� X�

Enter Lower Range Value (Decimal point must be in the same position as specified above.)

(circle sign) + – � � � � � 

Default is 

+000.00

Enter Upper Range Value (Decimal point must be in the same position as specified above.)

(circle sign) + – � � � � � 

Default is 

+100.00

Custom Units Available characters: A-z, 0-9, /, *, %, (blank)

� � � � � Default 

is%RNGE

(1) C9 Option required for configuration of this parameter.

(2) Not available with low power output.

HARDWARE SELECTABLE INFORMATION

Alarm Option: � High � Low

Transmitter Security: � Off � On

NOTE: Specify C4 or CN option in model structure when ordering NAMUR-compliant alarm and saturation limits.(1)

(1) Not available with low power output.

SIGNAL SELECTION: (Software Selectable)

� 4–20 mA with simultaneous digital signal based on HART protocol

� Burst mode of HART digital process variable(1)

Burst mode output options:

� Primary variable in engineering units (2)

� Primary variable in percent of range

� All dynamic variables in engineering units

� All dynamic variables in engineering units and the primary variable mA value

� Multidrop Communication(1) (3) Choose transmitter address (1-15)(4): _______________

(1) C9 Option required for configuration of this parameter.

(2) When Burst mode is selected, “Primary variable in engineering units” is default when no other Burst mode option is selected.

(3) This option fixes the transmitter analog output at 4mA.

(4) Default address is 1 if multidrop communication is selected.
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